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Precision bandsaw-blades

TECHNICAL DETAILS
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BANDSAW - BLADES FOR MOBILE
SAWMILLS
Qualitys:
- CR-100swedish
- CR-300special
- CR-400PREMIUM

Subjects to alterations.
Further sizes and executions upon request.

Executions:
G = toothed only
GGG = toothed, set and sharpened
GGGZH = toothed, set and sharpened, toothhardened

Width /
Thickness

0,9 1,0 1,1

Standard produc-
tion program:

Tooth W1-22 mm

Semi-standard
production pro-
gram:

Tooth W2-22 mm

upon special
request only:

Tooth W-19 mm
Tooth W-25 mm

Production:

Standard production
program

Semi-standard 
production program

NARROW BANDSAW - BLADES FOR
CARPENTERS ETC.

10
12
15
20
25
30
35
40

Qualitys:
- CR-100swedish
- CR-300special

Tooth Shape:
NV
or upon special request 

Executions:
G = toothed only
GG = toothed and set
GGG = toothed and set, sharpened

Width /
Thickness

0,4 0,5 0,6

Z-6

Z-6

Z-6

Z-8

Z-8

Z-9

Z-9

Z-10

Z-10

0,7 0,8

WIDE BANDSAW BLADES

60
70
80
90

100
110
120
130
140
150
155
181
206
230
260
285
311
362

Qualitys:
- CR-100swedish
- CR-200extra
- CR-300special

Tooth Shape:
NV / PV / NU / CTB

Executions:
G = toothed only
GGSP = toothed, welded to length, straightened and tensioned
BGG = ready for use, tooth set and sharpened
BGEG = ready for use, swaged, equalized and sharpened
BSt = ready for use, with stellite tipped and sharpened

Width /
Thickness

0,9 1,0 1,07
1,1

1,2 1,25 1,30 1,47 1,65 1,83 2,11

Production:

Standard 
production 
program

Semi-standard 
production 
program

TOOTH SHAPES

NV

NU

PV

CTB

W1

W2




